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d D B C T rl h1(min) | g1(min) r2 h2(min) [g2(min)
25,000 | 54,000 | 15,000 | 15,500 | 18,750 4,3 1,0 1,0 1,0 1,0 1,0 1,0
-0,012/0 -0,016 /0 0,120/ 0 -0,120/0 REF. hi(max) [gl(max) h2(max) |g2(max)

1,6 2,5 1,6 2,5
CAPACIDAD DE CARGA
CAPACITY OF LOAD 1 oA | o1
Dinamica/Dynamic: 36,0 kN | Estéatica/Estatic: 39,4 kN 925 590 6.0
FACTORES Dinamica - Dynamic Estatica-Estatic 0/+0.200 |-0.087/+0.54 -0.100/0
Fa/Fr =e Fa/Fr = e
e Yo
X Y X Y
0,37 1,00 0,00 0,40 1,60 0,88
n° de rodillos/n® of rollers: 17 (@ 6,78 X 9,9) acc. 1ISO 76, ISO 281
Elaborado/Made _ Materials/Hardness:
D.Gimeno A S F ® Inner ring/Outer ring:
F131/100 Cr6 acc.ISO 683/17
Revisado/Checked: & Bmﬁ rsa Hardness SS; - ZECHRC
P. Dubén —
. Rollers:
RODAMIENTO DE RODILLOS CONICOS F131/100 Cr6 acc.ISO 683/17
Fecha/Date: 28/08/15 Hardness 60 - 64 HRc
- - TAPERED ROLLER BEARING
Datos: Rodam: cage: DCO3 acc.EN 10130
Edici6n/Edition: o -
TIPO/TYPE: F 15196 N
_ Free 10011743101000 A
Escala/Scale:
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Texto tecleado
A       Replaces AAS 1743-0/1          B.B.      28/08/15


